
 

1) Connect the programming cable „USB-KABv2“ to the USB port of your Windows PC 
2) USB Serial Port will appear in the device manager, see example.

 
 

3) Unzip the zipped file, extact the setup program 
4) Run the .exe file of the setup program. A Windows menu will report that Windows wants 

to protect your computer. Click on “More info” and then on the “Run anyway” icon. 
Install the LiftConfigurator program on your Windows PC. 

5) Run the LiftConfigurator program. 
6) You will see this window: 

 

 

 

 

 

 



7) Select USB-KABv2 and correct COM port and press OK, see below. 

 
 
 

8) On the status line, at the bottom, of the LiftConfigurator program, you should see for 

example   
9) Connect the “Alarm Lift intercom” device, i.e. Fores Lift Compact (FLC device), to an 

analog telephone line. 
10) Connect the USB-KABv2 cable to the “Alarm Lift intercom”, i.e. to the Fores Lift Compact 

(FLC device), the FLC device beeps. 
11) On the status line, you should see firmware version of the FLC device. 

. 



12) Now read the parameters from the device  
13) Modify the parameters as you need and then write them to the device 

 
14) Now disconnect the USB-KABv2 from the FLC device. 
15) Now your FLC device is ready for standard operation. 
16) Now exit (close) the LiftConfigurator program. 
17) Now you can disconnect the USB-KABv2 from your USB port of the PC. Attention: Never 

disconnect the USB-KABv2 when the LiftConfigurator program is running on your PC. 


